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DESCRIPTION
Blutec F.O.T. L.S. LUBRICITY IMPROVER is 
a fuel oil conditioner which improves lubricity 
in low sulphur diesel fuels with poor lubricity 
characteristics. 
The blend of dispersants, surfactants, detergents 
and lubricity additives prevents wear of metal to 
metal contact surfaces and fuel instability.
Dissolves and disperses existing sludge (due to 
long-term storage). 
Dispersants maintain the combustible constituents 
in suspension throughout the oil. 
Prevents polymerization and inhibits asphaltenic 
sludge formation and paraffin wax separation 
resulting in less clogging of fuel filters and fuel 
injector fouling. Compatible with other commonly 
used fuel additives.
By dispersion of sludge, F.O.T. L.S. LUBRICITY 
IMPROVER will counteract the effects of 
stratification (layering) of incompatible fuels, 
thereby promoting a homogenous uniform 
viscosity.
Will break water/ oil emulsions and promote 
separation of dispersed water from heavy fuel oil, 
thereby improving purifier efficiency.
Corrosion in tanks and fuel lines is reduced by 
effective corrosion inhibitor incorporated.
Improved conditions in the pre-combustion 
stage will result in an improvement of some post 
combustion problems such as a more complete 
combustion, less carbon formation, a decrease 
in deposit forming sodium, less smoke and soot 
deposits.

APPLICATIONS
F.O.T. L.S. LUBRICITY IMPROVER can be added 
to the bunker tank directly prior to bunkering 
fuel oil. The required amount is introduced into 
the bunker tanks simply by pumping it through 
the sounding pipes prior to oil bunkering. The 
turbulence created by the subsequent bunkering 
will, together with the incorporated dispersants, 
ensure complete mixing and further distribution of 
the treatment uniformly throughout the fuel.
The product can also be dosed continuously 
into the fuel oil by means of injection by a dosing 
system. 
Please consult Blutec for dosing equipments.
In general it is recommended to dose the product 
in the low pressure side of the fuel treatment 
system. However the dosing location may vary 
depending on engine and system.

DOSAGE
To obtain the benefits of the chemical treatment to 
the entire fuel oil system it is necessary to dose the 
product in the most appropriate ratio depending 
upon the nature and severity of the problem.
The dosage of F.O.T. L.S. LUBRICITY IMPROVER 
varies depending on the fuel grade & performance 
targets to be met. Fuel oil should be sampled and 
analyzed on a regular basis to monitor the quality.
1.  For low sulphur diesel fuel F.O.T. L.S. LUBRICITY 

IMPROVER should be dosed at 1:10.000
2.  Dosage might have to be raised in case of 

residual fuel oil, 1:5000

PACKAGING
Non returnable 
- Metal pails 25 litres 
- Metal drums 208 litres
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CONTACT US / CONTATTI

Technical Support / Supporto Tecnico
technical@blutec.info

Orders – Enquiries / Ordini – Richieste di Offerta
blutec@blutec.info

Ph. +39 010 25 18 563


